Technical Data/
Technicka data:
Grammage/
Gramaz

Caliper/
Tloustka

Smoothness Bekk/
Hladkost dle Bekka
Opacity/

Opacita

Moisture Abs/
Absolutni vihkost

Brightness with UV/
Bélost s UV

CIE Whiteness/
CIE bélost

Gloss 75°/
Lesk 75°

Color Copy coated glossy
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ECF (Elementary chlorine free) L Foc COTeY

Papir béleny bez pouziti

The mark of

et oo e
ISO 536 135 +3.0
ISO 534 107 14
ISO 5627 1000 + 300
1SO 2471 min 94.0

1SO 287 4.8 +.6
1SO 2470 103.0 +2.0
1ISO 11475 139 +2.5
TAPPI T 480 75 +4

Product meets EN 12281, requirements for copy paper for dry toner imaging processes and
ISO 9706, requirements for permanence for paper. Production processes certified according

to ISO 9001.

Produkt splfiuje EN 12281, pozadavky pro kopirovaci papir pro tisk na bazi suchého toneru a
ISO 9706, pozadavky na stalost papiru. Vyrobni proces je certifikovan ISO 9001.

TECHNICAL CUSTOMER SERVICE

SIGNIFICANCE OF VALUES: 2 SIGMA
HRANICE HODNOT: 2 SIGMA

14 monrndi

Meondi Paper Sales G-mbH
Marxergasse 4A, 1030 Vienna, Austria
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